MOBITEK SYSTem Sdn .Bhd. o7015-0)

6" FLOOR, SUITE 16, 101 BUSINESS PARK

PERSIARAN PUCHONG JAYA SELATAN, BANDAR PUCHONG JAYA, PUCHONG 47170, SELANGOR, MALAYSIA
TEL : 03-80644288 FAX: 03-80642109 E-mail : support@mobitek.my ~ Web site : www.mobitek.my

MOBITEK MobiGATE QUICK INSTALLATION GUIDE
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The SIM card size is standard or
mini.
If necessary, please use adapter
to change to SIM card size.

Follow the correct direction for
inserting SIM card.

Turn on the main switch, red
LED will light on (power is on).

The blue LED - blinking
indicates modem is connected to
mobile network

Current IP address of MOBITEK
MobiATE SMS Gateway is
192.168.10.66 , please refer to
the installation guide to change
the IP address.
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Installation Guide

1. Read this first — installation guide of MOBITEK® MobiGATE™

I o for new model SG-B-8-L / SG-B-4-L I

o for old model SG-4-U/ SG4-E

In the “MOBITEK” USB thumb
drive, please select “MOBITEK
MobiGATE?” folder then open
“Index.htm” file.

Goto “Installation” tab and click
on “for new model ...” to read the
installation guide.
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Driver for MOBITEK® MobiGATE M

Model

Model: $G-B-8-U
Connectivity: USB

Model: SG-B-8-L-W / SG- B-8-L / SG-B-4-L-W / SG-B-4-L
Connectivity: Ethernet / LAN

Driver

» read the installation guide

« install USBE driver

« refer to page 9 of the installation guide

¢ install Virtual COM Port

To install LAN drvier (VCOM),
please goto “Driver” tab, click on
“install Virtual COM Port”.
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